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Introduction 
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!• Background 


This report cont alns [ 
in MYSZKÓW, Poland. ^ 


Informatio n on the łfyszkow Metallurgical Works 
__ Information concerned the steel 


foundry i nstallation and description o f the plant layout and terrain with sketches 


of both. 


some Information on the production and 


expansion, iabor force, source of raw materials, and background of the factory. 


The >fyszkow Metallurgical Works was a new steel foundry in MYSZKÓW (N50- 
35, E19-21) (UTM CB-824045), Poland which was completed in 1955 (see Annex A for 
pinpoint location). It was established to produce assemblies for the railway 
industry, specifically for steam engines and railroad cars*.The project was <; 
handled by the Special Projects Bureau (Biuro Projektów Budownictwa Specjalnego), 
now known as the Investment Supply and Designing Bureau (Biuro Projektowania i 
Dostaw Inwestycyjnych) • 


The total cost of the factory was 300,000,000 zlotys according to price 50X1 -HUM 
levels of 1955 (w cenach 1955). Included in that figurę was 120,000,000 zlotys 

for the nur chase and installation of eąuipment* [ 


J 

— 1 50X1 -HUM 

2. Production and Exoansion 


50X1 -HUM 


the capacity of the steel foundry 


was ^4, uuu pons yearly, | | this capacity was to be increased by 

late 1953 with the installation of two new gas furnaces with cap acities of 15 tons 
(marteny gazowe - 15 tonowe) . T 


3. L a^o c . „Force 50X1-HUM 

In 1956, the total labor force was 800, about one-third of the planned 
number. By 19&3, however, it was planned to employ 2500 workers, of whom about 
10 percent were to be women. the following breakdown of the planned 50X1 -HUM 

2500 employeess about 200 were to bę engineers, technicians, and foremenj 250 
were to be administratiye personnel; 1500 were to be skilled and semiskilled laborers; 
and 550 were to be unskilled laborers. 50X1 -HUM 
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4. Source of Raw Materials 

Ali raw materials were shipped to the factory by raił from the Silesian 
district of Pola nd, With th e exception of iron ore, which was jmported from the 
USSR, China, and | jal l of the foundry raw material e were domestic - sand, 

clay, coke, limę* and oil. 


50X1 -HUM 

5* The Steel Foundry (see Annex B) 

The eapacity of the steel foundry in 195& was 24^000 tons yearly, It was 
located in a larg© red briek building of steel construetion, about 150 by 58 by 
15 au The building was Tery modern in appeararee and well lighted because of the 
latticework web of window panes coTering nearly the entire northern and Southern 
wallso There were box-type skylights on the roof of the center section of the 
building o A railroad spor entered the building at the southwestern corner and ran 
nearly the fuli length of the foundry through the foundry materials storage area, 

There were two 30~m smokestacks at the southeast end of the buildingo 

Within the foundry building were located the following five sectionss 
the foundry materials storage section, the smelting section, mass mixing section, 
core casting section, and the casting section (see A nnex B for internal layout of 
the foundry) , 

The foundry was eąuipped with two electric furnaces with 6-ton' capacities, 
and two gas marten-type furnaces with capacities of 15 tons were to have been 
installed by late.1958, 50X1 -HUM 

MYSZKÓW was considered a modern 

foundry in Poland . 

6* Plant Layout and Descriotion (see Annex C) 

The factory terrain was open and fiat with Tery few trees and shrubs. The 
total area of the terrain was 15,000 sq m (300 by 500 m) 0 It was enclosed completely 
on three sidess the north side by a brick wali about 2 m high* and the east and 
south sides by a heavy wire fence about 2 m high, The west side was only partially 
enclosed by a heavy wire fence (see Annex C) , The buildings were well dispersed$ 
the closest buildings (number 7 and 8 on Annex C) were separated by 40 m. 

The factory was on the local MYSZKÓW water net and SOX1-HIIM 

had no alternate water supply, 1 ouAi-nuivi 


The Information in Annex C is self- 'explanatory. 


C0MMENTS 


_ I Poland had a large iron ore storage 50X1 -HUM 

facility somewhere in Silesia where ore was being stockpiled in an attempt to 

stabilize the erratic flo w of ore to foundries caused by spasmodic import shipments 

from the USSR and China, 50X1 -HUM 
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ir-gend to Annex C 


le A porti on of the area of a neighboring tln productg factory (fabr yka wyrobow 

blaszanych) | [ it was to have 50X1 -HUM 

a joint combination coal gas produc.ng station and boiler room istacja czarnie i 

kotłownia)® Both of these facilities were to be in one building* somewhere between 

the two facto- ■ es (exact location was unknown)$ it was to be eompleted by 195# ® 

50X1 -HUM 


2® A smgle-track railroad linę,, ruiming generał ly east and west* which served 

the city cf MYSZKÓW© 

3 o A red brick wali about 2 m high* which eompletely enclosed the northern side 
of the factory terrain. 

4® A heauy wire fence about 2 m high* which eompletely enclosed the eastern and 
Southern sides of the factory terrain and partially enclosed the western side. 


5. The faet ry railroad spur* which conterged with the MYSZKÓW linę about 300 m 
west of the factory. 

6. A finished produets storage warehouse* a gray brick* gable-roofed building* 
about 25 by 15 by 8 m 0 There were skylights in the roof and smali Windows* very 
close to the roof* along the two sides o There was an oterhead crane with a 
capacity of 10 tons* which ran the fuli length of the building. The building was 
constructed about 1950 or 1951 ® 

7 © The steel foundry building 0 For complete Information see paragraph 5 of this 
report. 

8 o A 2 -part building* the main part of which housed the mechanical section* a 
reinforced eonerete prefatr icated building* about 80 by 45 by 10 m. It was in three 
eąual sections about 15 m wide* and each section had a rounded roof with box-type 
skylights. The second part of the building was a 2-story* gray brick* flat-roofed 
building* about 80 by 10 by 8 m* wh.i :h housed the offices of the mechanical section 
and social rooms for the workers. It was being completed in 1956. 

9* T he factory substatlon q a gray brick 0 gable-roofed building Q about 12 bv 6 bv 
6 | 50X1 -HUM 

I , I it was the only one for the factory© 

10. A foot traffie entrance for the workers* through which they passed with no 
check by security guards® 

II and 12. Twe identical* gray brick* gable-roofed* barracks-type buildings* about 
15 by 8 by 4 m* which housed the factory management offices such as the Office of the 
director* deputy director for technical affairs* d eputy director for administratiyę 
affalrs* inyestment offices, and finance offices. " 


13 o A gravel road about 4 m wide* which led from MYSZKÓW to within 40 m of the 
southwestern corner of the factory terrain and south. past the factory (further 
destination of the road was unknown \~ 
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